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The European Technical Assessment is issued by the Technical Assessment Body in its official language.
Translations of this European Technical Assessment in other languages shall fully correspond to the
original issued document and shall be identified as such.

Communication of this European Technical Assessment, including transmission by electronic means,
shall be in full. However, partial reproduction may only be made with the written consent of the issuing
Technical Assessment Body. Any partial reproduction shall be identified as such.

This European Technical Assessment may be withdrawn by the issuing Technical Assessment Body, in
particular pursuant to information by the Commission in accordance with Article 25(3) of Regulation
(EU) No 305/2011.
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Specific Part
1 Technical description of the product

The "Injection system VME for concrete” is a bonded anchor consisting of a cartridge with
injection mortar VME or VM-ME and a steel element. The steel element consist of a threaded
rod with washer and hexagon nut in the range of M8 to M30, reinforcing bar in the range of
diameter &8 to &32 mm or internal threaded rod VMU-IG-M6 to VMU-IG-M20.

The steel element is placed into a drilled hole filled with injection mortar and is anchored via the
bond between metal part, injection mortar and concrete.

The product description is given in Annex A.

2 Specification of the intended use in accordance with the applicable European
Assessment Document

The performances given in Section 3 are only valid if the anchor is used in compliance with the
specifications and conditions given in Annex B.

The verifications and assessment methods on which this European Technical Assessment is
based lead to the assumption of a working life of the anchor of at least 50 years. The indications
given on the working life cannot be interpreted as a guarantee given by the producer, but are to
be regarded only as a means for choosing the right products in relation to the expected
economically reasonable working life of the works.

3 Performance of the product and references to the methods used for its assessment
3.1 Mechanical resistance and stability (BWR 1)
Essential characteristic Performance
Characteristic resistance for static and quasi-static | See Annex C1to C 7
action and seismic performance categories C1, C2
Displacements See Annex C 8to C 10
3.2 Safety in case of fire (BWR 2)
Essential characteristic Performance
Reaction to fire Anchorages satisfy requirements for
Class A1
Resistance to fire No performance assessed
3.3 Hygiene, health and the environment (BWR 3)

Regarding dangerous substances there may be requirements (e.g. transposed European
legislation and national laws, regulations and administrative provisions) applicable to the
products falling within the scope of this European Technical Assessment. In order to meet the
provisions of Regulation (EU) No 305/2011, these requirements need also to be complied with,
when and where they apply..

3.4 Safety in use (BWR 4)

The essential characteristics regarding Safety in use are included under the Basic Works
Requirement Mechanical resistance and stability.
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4 Assessment and verification of constancy of performance (AVCP) system applied, with
reference to its legal base

In accordance with guideline for European technical approval ETAG 001, April 2013, used as

European Assessment Document (EAD) according to Article 66 Paragraph 3 of Regulation (EU)
No 305/2011, the applicable European legal act is: [96/582/EC].

The system to be applied is: 1

5 Technical details necessary for the implementation of the AVCP system, as provided for
in the applicable European Assessment Document

Technical details necessary for the implementation of the AVCP system are laid down in the
control plan deposited at Deutsches Institut flr Bautechnik.

Issued in Berlin on 12 December 2017 by Deutsches Institut fir Bautechnik

BD Dipl.-Ing. Andreas Kummerow beglaubigt:
Head of Department Baderschneider
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Installation threaded rod M8 to M30

tix

tix = thickness of fixture
hg = effective anchorage depth
hy = depth of drill hole

hmin =  minimum thickness of member

Injection System VME for concrete

Product description
Installed condition

Annex A1

Z72008.18
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Table A1:

Materials

Part | Designation

Material

Steel, zinc plated
electroplated 2 5 ym acc. to EN 1SO 4042:1999 or hot-dip galvanised = 40 um acc. to EN ISO 1461:2009
EN ISO 10684:2004+AC:2009 or sherardized = 40um acc. to EN ISO 17668:2016

Property class 4.6

fuk= 400 N/mm?; f,2 240 N/mm?; As > 8 % fracture elongation

Property class 4.8

fuk= 400 N/mm?; f= 320 N/mm?; As > 8 % fracture elongation

Threaded

rod Property class 5.6

fuk 500 N/mm?, f= 300 N/mm?; As > 8 % fracture elongation

Property class 5.8

fuk2 500 N/mm?; f= 400 N/mm?; As > 8 % fracture elongation

Property class 8.8

fu= 800 N/mm? f,= 640 N/mm?; As > 12 % fracture elongation’

EN 10087:1998,

EN 10263:2001;
Commercial standard
threaded rod:

EN ISO 898-1:2013

Steel, zinc plated
Property class 4 (for class 4.6 or 4.8 rod)

Property class 5.8 and 8.8

2 | Hexagon nut Property class 5 (for class 5.6 or 5.8 rod) EN S0 898-2:2012
Property class 8 (for class 8.8 rod)
Steel, zinc plated

3a | Washer (e.g.. EN ISO 7089:2000, EN ISO 7093:2000 or EN ISO 7094:2000)

3b | Washer with bore Steel, zinc plated

4 | Internally threaded anchor rod Steel, electroplated, A; > B % fracture elongation EN 10087:1998

Stainless steel A4

Material 1.4401 / 1.4404 / 1.4571 /1.4578 / 1.4362 / 1.4062

EN 10088-1:2014

Threaded Property class 50

fue= 500 N/mmz; fye= 210 N/mm?; As > 12% fracture elongation’’

rod
Property class 70

fuk= 700 N/mm?; fx= 450 N/mmz?; As > 12% fracture elongation”
M8 to M24

EN ISO 3506-1:2009

Stainless steel A4

Property class 50 (IG-M20)
Property class 70 (IG-M8 to IG-M16)

2 | Hexagon nut Property class 50 (for class 50 rod) EN ISO 3506-2:2009
Property class 70 (for class 70 rod; < M24)
Stainless steel A4
3a | Washer (e.g.: EN ISO 7089:2000, EN ISO 7093:2000, EN ISO 7094:2000) EN 10088-1: 2014
3b | Washer with bore Material 1.4401 / 1.4404 / 1.4571 / 1.4362
Material 1.4401 / 1.4404 / 1.4571 / 1.4362;
A % fi | i
4 | Internally threaded anchor rod s > 8 % fracture elongation EN 10088-1: 2014

High corrosion resistant steel HCR

Material 1.4529 / 1.4565

EN 10088-1: 2014

Threaded  Property class 50

fue= 500 N/mm2: f,e= 210 N/mmz2; As > 12% fracture elongation”

rod
Property class 70

fuk= 700 N/mm2; fye= 450 N/mm2; As > 12% fracture elongation”’
M8 to M24

EN ISO 3506-1: 2009

Material 1.4529 / 1.4565

EN 10088-1: 2014

Property class 70 (IG-M8 to |1G-M16)

2 | Hexagon nut Property class 50 ((for class 50 rod) Y
Property class 70 (for class 70 rod; < M24) EN IS0 3508-2:2009
Material 1.4529 / 1.4565

3a | Washer (e.g.: EN ISO 7089:2000, EN ISO 7093:2000, EN ISO 7094:2000) EN 10088-1: 2014

3b | Washer with bore Material 1.4529 / 1.4565
Material 1.4529 / 1.4565, As > 8 % fracture elongation

4 | Internally threaded anchor rod | Property class 50 (IG-M20), EN 10088-1: 2014

" Fracture elongation As > 8 % for applications without requirements for seismic performance category C2

Injection System VME for concrete

Product description Annex A4
Materials
Z2008.18 8.06.01-367/17
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Reinforcing bar
8,210,212, 14, 3 16, & 20, & 25, & 28, & 32

S TR TR AR
of |

L h

= -

= Minimum value of related rip area fg i, according to EN 1992-1-1:2004+AC:2010
- Rip height of the bar shall be in the range 0,05d < h = 0,07d
(d: Nominal diameter of the bar; h: Rip height of the bar)

Table A2: Material reinforcing bar

Part | Designation Material
Rebar
Rebar Bars and de-coiled rods class B or C
5 |EN 1992-1-1:2004+AC:2010, fyand k according to NDP or NCL of EN 1992-1-1/NA:2013
Annex C fuk = fie = Koty

Injection System VME for concrete

Product description
Product description and material reinforcing bar

Annex A5

Z72008.18
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Specifications of intended use

Anchor rod Internally threaded
anchor rod
Injection system VME VMU-A, rebar
V-A, VM-A, VMU-IG
commercial standard
threaded rod
: ; : ; M8 - M30 IGM6 - IG M20
Static or quasi-static action (zinc plated, A4, HCR) (electroplated, A4, HCR) @8 - @32
. ; M8 - M30
Seismic action Performance Category C1 (zinc plated", Ad, HCR) - @8 - @32
s : M12 and M16
Seismic action Performance Category C2 (zinc plated” (class 8.8), A4, HCR) - -

Base material

Reinforced or unreinforced normal weight concrete acc. to EN 206-1:2000

Strength classes C20/25 to C50/60 acc. to EN 206-1:2000

Cracked and uncracked concrete

Temperature Range |

-40 °C to +40 °C

max long term temperature +24 °C and max short term temperature +40 °C

Temperature Range ||

-40 °C to +60 °C

max long term temperature +43 °C and max short term temperature +60 °C

Temperature Range |l

-40°Cto +72°C

max long term temperature +43 °C and max short term temperature +72 °C

" except hot-dip galvanised

Use conditions (Environmental conditions):

« Structures subject to dry internal conditions (zinc coated steel, stainless steel or high corrosion resistant steel)

+ Structures subject to external atmospheric exposure (including industrial and marine environment) and to permanently
damp internal condition, if no particular aggressive conditions exist (stainless steel or high corrosion resistant steel)

« Structures subject to external atmospheric exposure and to permanently damp internal condition, if other particular

aggressive conditions exist (high corrosion resistant steel)

Note: Particular aggressive conditions are e.g. permanent, alternating immersion in seawater or the splash zone of seawater, chloride
atmosphere of indoor swimming pools or atmosphere with extreme chemical pollution (e.g. in desulphurization plants or road tunnels where
de-icing materials are used).

Design:
+ Verifiable calculation notes and drawings are prepared taking account of the loads to be anchored. The position of the
anchor is indicated on the design drawings (e.g. position of the anchor relative to reinforcement or to supports, etc.)
+ Anchorages are designed under the responsibility of an engineer experienced in anchorages and concrete work
+ Anchorages under static or quasi-static actions are designed in accordance with:
- EOTA Technical Report TR 029 "Design of bonded anchors", Edition September 2010 or
- CEN/TS 1992-4:2009
+ Anchorages under seismic actions (cracked concrete) are designed in accordance with:
- EOTA Technical Report TR 045 "Design of Metal Anchors under Seismic Action”, Edition February 2013
- Anchorages shall be positioned outside of critical regions (e.g. plastic hinges) of the concrete structure.
- Fastenings in stand-off installation or with a grout layer are not allowed.

Installation:

+ Dry or wet concrete, flooded holes (not sea water)

* Hole drilling by hammer or compressed air drill mode or vacuum drill mode

+ Overhead installation allowed

+ Anchor installation carried out by appropriately qualified personnel and under the supervision of the person
responsible for technical matters of the site

* Fastening screws or threaded rods (incl. nut and washer) must comply with the appropriate material and property
class of the internally threaded anchor rod

Injection System VME for concrete

Intended use Annex B1

Specifications
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Table B1: Installation parameters for threaded rod

Threaded rod M8 M10 M12 M16 M20 M24 M27 M30

Nominal drill hole diameter do=| [mm] 10 12 14 18 24 28 32 35
. Retmin =] [mm] 60 60 70 80 90 96 108 120

Effective anchorage depth hetmac=| [mm] | 96 120 | 144 | 192 | 240 | 288 | 324 | 360

Diameter of clearance

hole in the fixture " dis| [mm] 9 12 14 18 22 26 30 33

Installation torque TinstS | [Nm] 10 20 40 80 120 160 180 200

Minimum thickness of ‘ her + 30 mm

member Arin | [mm] > 100 mm her + 2do

Minimum spacing Smin [mm] 40 50 60 80 100 120 135 150

Minimum edge distance Crmin [mm] 40 50 60 80 100 120 135 150

" For larger clearance hole see TR029 section 1.1; for application under seismic loading the diameter of clearance hole in the fixture shall be at
maximum dnom + 1mm or alternatively the annular gap between fixture and threaded rod shall be completely filled with mortar

Table B2: Installation parameters for internally threaded anchor rod

Internally threaded anchor rod IG-M 6 IG-M 8 IG-M10 | IG-M12 | IG-M16 | IG-M 20
Internal diameter of sleeve do=| [mm] 6 8 10 12 16 20
Outer diameter of sleeve® Onom= | [mm] 10 12 16 20 24 30
Nominal drill hole diameter do=| [mm] 12 14 18 24 28 35
Netmin =] [Mm 60 70 80 90 96 120
Effective anchorage depth ehmin [mm}
heimax = | [mm] 120 144 192 240 288 360
Diameter of clearance
hole in the fixture" di<| [mm] / 9 12 14 18 22
Installation torque Tinst< | [Nm] 10 10 20 40 60 100
Minimum screw-in depth ha| [mm] 8 8 10 12 16 20
Minimum thickness of member Amin | [mm] h:' ;'O%Ommmm her + 2do
Minimum spacing Smin | [Mm] 50 60 80 100 120 150
Minimum edge distance Cmin | [Mm] 50 60 80 100 120 150

' For larger clearance hole see TR029 section 1.1
% With metric thread according to EN 1993-1-8:2005+AC:2009

Table B3: Installation parameters for rebar

Rebar g8 | 210 | @12 | 14 | D16 | D20 | @25 | @28 | @32
Nominal drill hole diameter do=| [mm] 12 14 16 18 20 24 32 35 40

. hetmin = | [mm] 60 60 70 75 80 90 100 112 128
Effective anchorage depth hetma = | [mm] | 96 | 120 | 144 | 168 | 192 | 240 | 300 | 336 | 384

- . het + 30 mm

Minimum thickness of member Rmin | [Mm] ;' 100 mm her + 2do
Minimum spacing Smin | [mm] 40 50 60 70 80 100 125 140 160
Minimum edge distance Cmin | [mm] 40 50 60 70 80 100 125 140 160

Injection System VME for concrete

Intended use Annex B2
Installation parameters
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Table C1: Characteristic steel resistances for threaded rods under tension and shear load
Threaded rod | M8 [M10|M12|M16 | M20 | M24 | M27 [ M 30

Steel failure

Tension load

Steel, Property class 4.6 and 4.8 Nrks | [kN] | 15 23 34 63 98 | 141 | 184 | 224
Steel, Property class 5.6 and 5.8 Naks | [kN] [ 18 29 42 78 | 122 | 176 | 230 | 280
Steel, Property class 8.8 Naks | [KN] 29 46 67 125 | 196 | 282 | 368 | 449

Stainless steel A4 and HCR, Property class 50 Nais | [kN] 18 29 42 79 123 | 177 | 230 | 281
Stainless steel A4 and HCR, Property class 70 Nrks | [kN] 26 4 59 110 | 171 247 - -

Characteristic
tension resistance

Steel, Property class 4.6 msn | [7] 2,0
5 Steel, Property class 4.8 s | [ 1,5
& | Steel, Property class 5.6 wen| [ 2.0
;‘l: Steel, Property class 5.8 and 8.8 msn | [F] 1,5
0 Stainless steel A4 and HCR, Property class 50 msn | [-] 2,86
Stainless steel A4 and HCR, Property class 70 sn | [ 1,87 - -
Shear load

Steel failure without lever arm

o | Steel, Property class 4.6 and 4.8 Vaks | [KN] 7 12 17 31 49 71 92 112
:‘é é Steel, Property class 5.6 and 5.8 Vaks | [KN] 9 15 21 39 61 88 115 | 140
% lé Steel, Property class 8.8 Vaks | [kN] | 15 23 34 63 98 | 141 | 184 | 224
_LC“; E Stainless steel A4 and HCR, Property class 50 Vais | [KN] 9 15 21 39 61 88 115 | 140
@

Stainless steel A4 and HCR, Property class 70 Vhks | [KN] 13 20 30 55 86 124 - -

Steel failure with lever arm

Steel, Property class 4.6 and 4.8 Mgks | [Nm] | 15 30 52 133 | 260 | 449 | 666 | 900
Steel, Property class 5.6 and 5.8 Mais | [Nm] | 19 37 65 166 | 324 | 560 | 833 [ 1123
Steel, Property class 8.8 Mais | [Nm] | 30 60 105 | 266 | 519 | 896 | 1333 | 1797

Stainless steel A4 and HCR, Property class 50 Mrks | [Nm] | 19 37 66 167 | 325 | 561 832 | 1125
Stainless steel A4 and HCR, Property class 70 Mrks | [Nm] | 26 52 92 | 232 | 454 | 784 - -

Characteristic
bending moment

Steel, Property class 4.6 wsv | [ 1,67
5 Steel, Property class 4.8 sy | [ 1,25
& | Steel, Property class 5.6 sy | [] 1,67
% Steel, Property class 5.8 and 8.8 sy | [ 1,25
o Stainless steel A4 and HCR, Property class 50 sy | [ 2,38
Stainless steel A4 and HCR, Property class 70 sy | [ 1,56 - -

Injection System VME for concrete

Performance Annex C1
Characteristic steel resistances for threaded rods under tension and shear loads
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Table C2: Characteristic values of tension loads for threaded rods
under static, quasi-static action and seismic action C1 + C2

Threaded rod [ M8 | M10 | M12 | M16 | M20 | M24 | M27 | M30
Steel failure
Nags | [KN] see Table C1
Characteristic tension resistance Naksct | [KN] 1,0 * Naws
Naksce | [KN] NPD 1,0 * Npys No Performance Determined (NP D)
Partial factor s [-] see Table C1

Combined pull-out and concrete failure
Characteristic bond resistance in uncracked concrete C20/25

Temperature range I: dry and wet concrete | T [ [N'mm2] | 15 15 15 14 13 12 12 12
40°C / 24°C flooded bore hole | tryer | [N/mm?] 15 14 13 10 9,5 8,5 7,5 7,0
Temperature range II: dry and wet concrete | triue [ [N/mm?] | 9,5 9,5 9,0 8,5 8,0 7,5 7,5 7,5
60°C / 43°C flooded bore hole | tague [ [N/Mmm?] | 9,5 9,5 9,0 8,5 7,5 7,0 6,5 6,0
Temperature range ll: dry and wet concrete | trcuer | [NfMm?]| 8,5 8,5 8,0 7,5 7,0 7,0 6,5 6,5
72°C / 43°C flooded bore hole | triwer [ [N/mm?] | 8,5 8,5 8,0 7,5 7,0 6,0 5,5 5,5

Characteristic bond resistance in cracked concrete C20/25
Taer | [NfMm2] | 7,0 7,0 7,5 6,5 6,0 55 55 55
dry and wet concrete | trecq [ [N/mm?] | 5,9 7,0 7,1 6,2 57 5,5 5,5 5,5

Temperature range |: Taice | [N/mm2] NPD 2,4 2,2 | No Performance Determined (NPD)
40°C / 24°C Taker | [NFMmM?] [ 7,0 7,0 7,5 6,0 5,0 4,5 4,0 4,0
flooded bore hole | trecr | [N/mm?]| 5,9 7,0 7,1 5,8 4,8 4,5 4,0 4,0

Takce | [N/mm?] NPD 2,4 2,1 No Performance Determined (NPD)

Theer | [N'Mm?] | 4,5 4,5 4,5 4,0 3,5 3,5 3,5 3,5
dry and wet concrete taket | [N/mm?] [ 3,7 45 4,3 3,8 3,4 3,5 3,5 3,5

Temperature range Il: Takce | [N/mm?] NPD 1,4 1,4 | No Performance Determined (NPD)
60°C / 43°C Taer | [N/fMmM2] | 4,5 4,5 4,5 4,0 3,5 3,5 3,5 3,5
flooded bore hole Taker | [N/mm?] | 3,7 4.5 4,3 3,8 3,4 3,5 3,5 3,5

Taice | [N/mm2] NPD 1,4 1,4 No Performance Determined (NPD)

Tacer | [Nfmm2] [ 4,0 4,0 4.0 3,5 3,0 3,0 3,0 3,0
dry and wet concrete | trecr | [Nfmm2] | 3,2 4,0 3,9 3,4 3,0 3,0 3,0 3.0

Temperature range llI: Takce | [N/mm?] NPD 1,3 1,2 No Performance Determined (NPD)
72°C / 43°C Taker | [NfMmM?) | 4,0 4,0 4,0 3,5 3,0 3,0 3,0 3,0
flooded bore hole | taeer | [N/mm2] | 3,2 4,0 3,9 3,4 3,0 3,0 3,0 3,0
Takce | [N/mm?] NPD 1,3 1,2 | No Performance Determined (NPD)
C25/30 1,02
C30/37 1,04
Increasing factor for concrete \ C35/45 1,07
¢ C40/50 1,08
C45/55 1,09
C50/60 1,10
Factor acc. CEN/TS1992-4-5 uncracked concrete K 10,1
section 6.2.2.3 cracked concrete of [ 7.2

Concrete cone failure

Factor acc. CEN/TS1992-4-5 uncracked concrete Kuer [-] 10,1
section 6.2.3.1 cracked concrete Ker [-] 7,2
Edge distance CerN [-] 1,5 hy
Spacing Scr.n [-] 3,0 h
Splitting failure
h/he 2 2,0 1,0 hy
Edge distance 2,05 h/hg > 1,3 Cersp | [mMmM] 2"her (2,5 = h/hg)
hl‘hm < 1'3 2.4 hcl
Spacing Sersp | [MM] 2 Cersp
Installation f r
{df)l/aar?é?welagé?lcrele) ve=Tns | ] 1,2 14
Installation factor
(flooded bore hole) ¥2= Yins [ 14
Injection System VME for concrete
Performance
Characteristic values of tension loads for threaded rods Annex C2
under static, quasi-static action and seismic action C1 + C2
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Table C3: Characteristic values of shear loads for threaded rods
under static, quasi-static action and seismic action C1 + C2

Threaded rod M8 M10 M12 M16 M20 M24 M27 M30

Steel failure without lever arm

Vaks | [KN] see Table C1
Characteristic shear resistance Veksct | [kN] 0,86 * VRks 0,88 * Vaks 0,80 - Vgks
Vieescz | [kN] NPD 0,80 * Vpgks No Performance Determined (NPD)
Partial factor sy | [-] see Table C1
Steel failure with lever arm
MCais | INM] see Table C1
Characteristic bending moment MCris.cr | [Nm]

No Performance Determined (NPD)
MCaxs.cz | [INM]

Partial factor sy | [ see Table C1

Concrete pry-out failure

Factor k in equation (5.7) acc. to
Technical Report TR 029

Factor ks in equation (27) acc. to ke | [ 2.0

CEN/TS 1992-4-5 section 6.3.3

Concrete edge failure

Effective length of anchor Iy | [mm] ls = min(he; 8 dnom)

Outside diameter of anchor Ghom | [Mm] 8 10 12 16 20 24 27 30
Installation factor Yo =TYinst | [] 1,0

Injection System VME for concrete

Performance
Characteristic values of shear loads for threaded rods Annex C3

under static, quasi-static action and seismic action C1 + C2
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Table C4: Characteristic values of tension loads for internally threaded anchor rods
under static and quasi-static action

Internally threaded anchor rod | 1IG-M6 | 1G-M8 | I1G-M 10 | IG-M 12 | IG-M 16 | IG-M 20
Steel failure"
e v 00 [0 [ e [ [ @ [ [ w
Partial factor Yusn [-] 1,5
Stoel strengih class 88 Nos| N | 6 | 27 | 46 | 67 | 121 | 1%
Partial factor s [] 1.5
e S s 7 No| 000 | 4 [ e [ [ s | w0 [ e
Partial factor s [] 1,87 2,86
Combined pull-out and concrete failure B
Characteristic bond resistance in uncracked concrete C20/25
Temperature range I: dry and wet concrete | tacwr | [N/mm?] 15 15 14 13 12 12
40°C / 24°C flooded bore hole | tacue [ [N/Mm?] 14 13 10 9,5 8,5 7.0
Temperature range II: dry and wet concrete | tacuwer | [N/mm?] 9.5 9.0 8.5 8,0 7.5 7.5
60°C / 43°C flooded bore hole | tacue | [N'Mm?] 9,5 9.0 8.5 75 7,0 6,0
Temperature range |lI: dry and wet concrete | tacuer [ [N/MmM?] 8,5 8,0 7.5 7,0 7,0 8,5
72°C/43°C flooded bore hole | T [ [N/Mm?] 8,5 8,0 7,5 7,0 6,0 5,5
Characteristic bond resistance in cracked concrete C20/25
Temperature range |: dry and wet concrete | taker | [N/mm?] 7,0 7.5 6.5 6,0 55 55
40°C/ 24°C flooded bore hole | trie [ [N/mm?] 7,0 7,5 6,0 5,0 4,5 4,0
Temperature range |I: dry and wet concrete | take | [N/mm?] 4,5 4,5 4,0 3,5 3,5 3,5
60°C /43°C flooded bore hole | tace | [NfMmm?] 45 4,5 4,0 3,5 3,5 3,5
Temperature range IlI: dry and wet concrete TRier | [N/mm?] 4,0 4,0 3,5 3,0 3,0 3,0
72°C/43°C flooded bore hole | trier [ [N/Mmm?2] 4,0 4,0 3,5 3,0 3,0 3,0

C25/30 1,02

C30/37 1,04
Increasing factor for concrete We C35/45 1,07

C40/50 1,08

C45/55 1,09

C50/60 1,10
Factpr acc. to CEN/TS1992-4-5 uncracked concrete ke [ 10,1
section 6.2.2.3 cracked concrete 7,2
Concrete cone failure
Factor acc. to CEN/TS1992-4-5 uncracked concrete | Kue [ 10.1
section 6.2.3.1 cracked concrete Ker [ 7.2
Edge distance Cern [mm] 1,5 he
Spacing SerN [mm] 3,0 hy
Splitting failure

h/hg 2 2,0 1,0 hg
Edge distance 2,05 hhg> 13| Cesp [mm] 2*hei (2,5 — h/hg)
h/hg 1,3 2,4 hy

Spacing Sersp [mm] 2 Cersp
}gf;agsg%\?efiagé%rcrete) 72 = Tinat 3 1.2 14
Installation factor
(flooded bore hole) ve=Yist| [ 1.4

and the fastening element

" Fastening screws or threaded rods (incl. nut and washer) must comply with the appropriate material and property class of the internally
threaded anchor rod. The characteristic tension resistance for steel failure of the given strength class are valid for the internally threaded anchor rod

% For VMU-IG M20: Internally threaded rod: strength class 50; Fastening screws or threaded rods (incl. nut and washer): strength class 70

Injection System VME for concrete

Performance

under static and quasi-static action

Characteristic values of tension loads for internally threaded anchor rods
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seismic action C1

Table C6: Characteristic values of tension loads for rebar under static, quasi-static action and

Characteristic values of tension loads for rebar
under static, quasi-static action and seismic action C1

Reinforcing bar | 28 [@10| 212|214 216|220 | @25 |28 | @32
Steel failure
Characteristic tension resistance Nags | (KN Aa
Nnk.s,m [kN] 1,0 * Npys
Cross section area A [mm? | 50 | 79 | 113 | 154 | 201 | 314 [ 491 | 616 | 804
Partial factor wen | [ 1,47
Combined pull-out and concrete failure
Characteristic bond resistance in uncracked concrete C20/25
Temperature range I dry and wet concrete Takuer | INfMM?] | 14 14 13 13 12 12 11 11 11
40°C / 24°C flooded bore hole | takuer | [NfMmM?] | 14 13 1 10 9,5 8,5 7,5 7,0 6,0
Temperature range |I: dry and wet concrete Takwer | [NFMM? | 8,5 8,5 8,0 8,0 75 7.0 7,0 6,5 6,5
60°C /43°C flooded bore hole | takuer | [N/mm2] | 8,5 8,5 8,0 8,0 7,5 7,0 6,0 55 50
Temperature range Il dry and wet concrete | takue | [N/Mm? | 7,5 7,5 7,5 7,0 7,0 6,5 6,0 6,0 6,0
72°C /43°C flooded bore hole |  tpkuer | [N'MmM? | 75 | 75 | 75 | 70 | 70 | 60 | 55 | 50 | 45
Characteristic bond resistance in cracked concrete C20/25
dry and wet concrete Taker | [NfMmM?] | 7,0 7,0 7,5 7,0 6,5 6,0 5,5 55 55
Temperature range I: ket | [NfMm? | 59 [ 70 | 71 | 64 | 62 | 57 | 55 | 55 | 55
40°C / 24°C flooded bore hole Taker | [NfMmM?] | 7,0 7,0 7,5 6,5 6,0 5,0 4,5 4,0 4,0
Taker | [Nf/mm?] | 5,9 7,0 71 6,0 57 4,8 4,5 4,0 4,0
dry and wet concrete Taker | [NFMmM2] | 4,5 4,5 4,5 4,0 4,0 3,5 3,5 3,5 3,5
Temperature range Il: Taker | [NfMm?2) | 3,7 4,5 4,3 3,7 3,8 3,3 3,5 3,5 3,5
60°C / 43°C flooded bore hole | ke [ INmm? | 46 | 45 | 45 | 40 | 40 | 35 | 35 | 35 | 30
Takct | [Nfmm?] | 3,7 4,5 4,3 3,7 38 3,3 3,5 3,5 3,0
dry and wet concrete Taker | [NfMm?] | 4,0 4,0 4,0 3,5 3,5 3,0 3,0 3,0 3,0
Temperature range IlI: Taket | [Nfmm?] | 3,2 4,0 3,9 3,2 3,3 2,9 3,0 3,0 3,0
72°C /43°C flooded bore hole Taker | [NFMmM?] | 4,0 4,0 4,0 3,5 3,5 3,0 3,0 3,0 3,0
Thcor | INfmm?2) | 32 | 40 | 39 | 32 | 33 | 29 | 30 | 30 | 30
C25/30 1,02
C30/37 1,04
Increasing factor for concrete We 036/46 1,07
C40/50 1,08
C45/55 1,09
C50/60 1,10
Factor acc.CEN/TS1992-4-5 uncracked concrete ke| [ 10,1
section 6.2.2.3 cracked concrete 7,2
Concrete cone failure
Factor acc. CEN/TS1992-4-5 _ uncracked concrete Kuer [-] 10,1
section 6.2.3.1 cracked concrete Ker [-] 7,2
Edge distance Corn | [MM] 1,5 hg
Spacing Sern | [mm] 3,0 he
Splitting failure
h/he 2 2,0 1,0 hy
Edge distance 2,05 h/he > 1,3 Cersp | [MM] 2*her (2,5 — h/her)
hihg £ 1,3 2,4 hy
Spacing Scrsp | [MM] 2 Cersp
:gf;aalllr?g c\).»?eflac‘::(tﬁ]rc:rele) ve=tos| [ 1.2 14
Installation factor
{flooded bore hole) 2= Tinst [ 1.4
" shall be taken from the specifications of reinforcing bar
2 in absence of national regulation
Injection System VME for concrete
Performance Annex C6
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Table C7: Characteristic values of shear loads for rebar
under static, quasi-static action and seismic action C1

Characteristic values of shear loads for rebar
under static, quasi-static action and seismic action C1

Reinforcing bar @8 |210 |12 (14 |16 | D20 | D25 | T 28 | & 32
Steel failure without lever arm
Vs | [kN] 0,50 * As * fu”
Characteristic shear resistance
VRksci| [KN] | 0,80 * Vgk,s 0,88 * VRi,s
Cross section area As| [mm?] | 50 79 | 113 | 154 | 201 | 314 | 491 | 616 | 804
Partial factor yusv | [] 1,57
Steel failure with lever arm
M s | [NM] 1.2+ Wer * fu’
Characteristic bending moment
MPrksct | [Nm] No Performance Determined (NPD)
Elastic section modulus W | [mme] | 50 98 | 170 | 269 | 402 | 785 | 1534 | 2155|3217
Partial factor sy | [ 1,57
Concrete pry-out failure
Factor k in equation (5.7) of Technical
Report TR 029
Factor ks in equation (27) of ke | [ 2,0
CEN/TS 1992-4-5 section 6.3.3
Concrete edge failure
Effective length of anchor Ii| [mm] Ii = min(hef; 8 dnom)
Qutside diameter of rebar Onom | [mm] 8 10 12 14 16 20 25 28 32
Installation factor Y2=7vinst| [ 1,0
! 1, shall be taken from the specifications of reinforcing bars
% in absence of national regulation
Injection System VME for concrete
Performance Annex C7
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Table C8: Displacements under tension load" (threaded rod)

Threaded rod M8 M10 Mi2 M16 M20 M24 M27 M30

Uncracked concrete C20/25 under static and quasi-static action

Temperature range |: v factor | [mm/(N/mma)] | 0,011 | 0013 | 0,015 | 0,020 | 0,024 | 0,029 | 0,032 | 0,035

40°C/24°C Sn,- factor | [mm/(N/mm3)] | 0,044 | 0,052 | 0,061 | 0,079 | 0,096 | 0,114 | 0,127 | 0,140

Temperature range II: dno- factor | [mm/(N/mm?)] [ 0,013 | 0,015 | 0,018 | 0,023 | 0,028 | 0,033 | 0,037 | 0,043

60°C/43°C Sn- factor | [mm/(N/mm3)] | 0,050 | 0,060 | 0,070 | 0,001 | 0,111 | 0,131 | 0,146 | 0,161

Temperature range Ill: dno- factor | [mm/(N/mm2)] | 0,013 | 0,015 | 0,018 | 0,023 | 0,028 | 0,033 | 0,037 | 0,043

72°C/43°C Sn,- factor | [mm/(N/mm3)] | 0,050 | 0,060 | 0,070 | 0,001 | 0,111 | 0,131 | 0,146 | 0,161

Cracked concrete C20/25 under static and quasi-static action

Temperature range I: dno- factor | [mm/(N/mm3?)] | 0,032 | 0,082 | 0,032 | 0,037 | 0,042 | 0,048 | 0,053 | 0,058

40°C/24°C Sn.- factor | [mm/(N/mm2)] | 0,210 | 0,210 | 0,210 | 0,210 | 0,210 | 0,210 | 0,210 | 0,210

Temperature range [l v factor | [mm/(N/mm?3)] | 0,032 | 0,082 | 0,037 | 0,43 | 0,049 | 0,055 | 0,061 | 0,067

60°C/43°C Sn.- factor | [mm/(N/mm2)] | 0,240 | 0,240 | 0,240 | 0,240 | 0,240 | 0,240 | 0,240 | 0,240

Temperature range Ill: _Ov- factor | [mm/(N/mm#)] | 0,032 | 0,032 | 0,037 | 0,043 | 0,049 | 0,055 | 0,061 | 0,067

72°C/43°C Sn.- factor | [mm/(N/mm3)] | 0,240 | 0,240 | 0,240 | 0,240 | 0,240 | 0,240 | 0,240 | 0,240

Cracked concrete C20/25 under seismic action (C2)

All SN seis (DLS) — factor | [mm/(N/mm2)] 0,03 | 0,05
temperature NPD No Performance Determined (NPD)
ranges O seis (ULs) — factor | [mm/(N/mm?2)] 0,06 0,09
! Calculation of the displacement
dno = dno- factor - 1; SN seis(DLS) = Onseis(pLs)- factor - 1; 1. action bond stress for tension
SN = Ons- factor - 1 BN seis(ULS) = ON seis(ULs)- factor - 1;

Table C9: Displacements under shear load” (threaded rod)

Threaded rod M8 M10 M12 M 16 M 20 M 24 M27 | M30

Uncracked and cracked concrete C20/25 under static and quasi-static action

Svo- factor | [mm/(kN)] | 0,06 | 0,06 | 0,05 | 004 | 004 | 003 | 003 | 003

All temperature ranges
dv..- factor | [mm/(kN)] 0,09 0,08 0,08 0,06 0,06 0,05 0,05 0,05

Cracked concrete C20/25 under seismic action (C2)

dv seisioLs) - factor | [mm/(kN)] 0,2 0,1
All temparature = NPD No Performance Determined (NPD)
ranges By seis(uLs) - factor | [mm/(kN)] 0,2 0,1
! Calculation of the displacement
dvo = dvo- factor - V; v seisipLs) = v seis(oLs)- factor -V, V: action shear load
dv., = dv..- factor - V; v seis(ULS) = Ov seis(uLs)- factor - V;

Injection System VME for concrete
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Table C10: Displacements under tension load" (internally threaded anchor rod )

Internally threaded anchor rod 1G-M6 1G-M8 IG-M10 | IG-M12 | IG-M16 | 1G-M20

Uncracked concrete C20/25 under static and quasi-static action

- 2
Temperature range |- dno-factor | [mm/(N/mm?)] 0,013 0,015 0,020 0,024 0,029 0,035

40°C / 24°C

dn.- factor | [mm/(N/mm?)] 0,052 0,061 0,079 0,096 0,114 0,140

Temperature range II: dno- factor | [mm/(N/mm2))] 0,015 0,018 0,023 0,028 0,033 0,043

60°C / 43°C

dn..- factor | [mm/(N/mm?)] 0,060 0,070 0,091 0,111 0,131 0,161

Temperature range IlI dno- factor | [mm/(N/mm2))] 0,015 0,018 0,023 0,028 0,033 0,043

72°C / 43°C

n.- factor | [mm/(N/mm2)] | 0,060 0,070 0,091 0,111 0,131 0,161

Cracked concrete C20/25 under static and quasi-static action

) dno- factor | [mm/(N/mm?2)] 0,032 0,032 0,037 0,042 0,048 0,058
Temperature range |

40°C / 24°C

Sn.- factor | [mm/(N'mm2)] | 0,210 0,210 0,210 0,210 0,210 0,210

. dno- factor | [mm/(N/mm?2)] 0,032 0,037 0,043 0,049 0,055 0,067
Temperature range II:

60°C / 43°C

Sn.- factor | [mm/(N/'mm2)] | 0,240 0,240 0,240 0,240 0,240 0,240

) dno- factor | [mm/(N/mm?2)] 0,032 0,037 0,043 0,049 0,055 0,067
Temperature range lll:

72°C [ 43°C

n.- factor | [mm/(N/'mm2)] | 0,240 0,240 0,240 0,240 0,240 0,240

! Calculation of the displacement
Sno = Sno-factor - 1 1. action bond stress for tension
AN, = Ong-factor - 1

Table C11: Displacements under shear load" (internally threaded anchor rod )

Internally threaded anchor rod IG-M6 1G-M8 IG-M10 | IG-M12 | IG-M16 | 1G-M20
Uncracked and cracked concrete C20/25 under static and quasi-static action

dvo- factor [mm/(kN)] 0,07 0,06 0,06 0,05 0,04 0,04
All temperature ranges

dv..- factor [mm/(kN)] 0,10 0,09 0,08 0,08 0,06 0,06

" Calculation of the displacement
dvo = dvo-factor - V; V: action shear load
dv., = dy.-factor - V;

Injection System VME for concrete
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Table C12: Displacements under tension load” (rebar)

Reinforcing bar g8 | 210 | @12 | @14 | ©16 | D20 | @25 | @28 | @32

Uncracked concrete C20/25 under static and quasi-static action

Temperature range I: dno- factor | [mm/(N/mm2)] | 0,011 | 0,013 | 0,015 | 0,018 | 0,020 | 0,024 | 0,030 | 0,033 | 0,037

40°C/24°C Su..- factor | [mm/(N/mm?2)] | 0,044 | 0,052 | 0,061 | 0,070 | 0,079 | 0,096 | 0,118 | 0,132 | 0,149

Temperature range II: dno- factor | [mm/(N/mm?)] | 0,013 | 0,015 | 0,018 | 0,020 | 0,023 | 0,028 | 0,034 | 0,038 | 0,043

80°C/ 45°C S factor | [mm/(N/mm?)] | 0,050 | 0,060 | 0,070 | 0,081 | 0,091 | 0,111 | 0,136 | 0,151 | 0,172

Temperature range Ill: O~ factor | [mm/(N/mm2)] | 0,013 | 0,015 | 0,018 | 0,020 | 0,023 | 0,028 | 0,034 | 0,038 | 0,043

72°C/43°C Su..- factor | [mm/(N/mm2)] | 0,050 | 0,060 | 0,070 | 0,081 | 0,091 | 0,111 | 0,136 | 0,151 | 0,172

Cracked concrete C20/25 under static and quasi-static action

- 2
Temperature range |: O~ factor | [mm/(Nimm2)] | 0,032 | 0,032 | 0,032 | 0,035 | 0,037 | 0,042 | 0,049 | 0,055 | 0,061

40°C /7 24°C Su..- factor | [mm/(N/mm2)] | 0,210 | 0,210 | 0,210 | 0,210 | 0,210 | 0,210 | 0,210 | 0,210 | 0,210

Temperature range Il: %" factor | [mm/(N/mm#)] | 0,032 | 0,032 | 0,037 | 0,040 | 0,043 | 0,049 | 0,056 | 0,063 | 0,070

60°C/43°C Su..- factor | [nm/(N/mm2)] | 0,240 | 0,240 | 0,240 | 0,240 | 0,240 | 0,240 | 0,240 | 0,240 | 0,240

Temperature range Ill: O~ factor | [mm/(N/mm#)] | 0,032 | 0,032 | 0,087 | 0,040 | 0,043 | 0,049 | 0,056 | 0,063 | 0,070

72°C / 43°C

dn,.- factor | [mm/(N/mmz2)] | 0,240 | 0,240 | 0,240 | 0,240 | 0,240 | 0,240 | 0,240 | 0,240 | 0,240

" Calculation of the displacement
Ono = onp-factor - 1; 1: action bond stress for tension
Sn. = Ong-factor - 1;

Table C13: Displacements under shear load" (rebar)

Reinforcing bar @8 | @10 ( @12 | F14 | 16 | D20 | @25 | @28 | @32
For concrete C20/25 under static and quasi-static action

Svo- factor | [mm/(kN)] 0,06 | 0,05 | 0,05 | 0,04 | 0,04 | 0,04 | 0,03 | 0,03 | 0,03
All temperature ranges

Bv..- factor | [mm/(kN)] 0,09 | 0,08 | 0,08 | 0,06 | 0,06 | 0,05 | 0,05 | 0,04 | 0,04

" Calculation of the displacement
Svo = dyo-factor -V, V: action shear load
dy., = dy,.-factor - V;
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