
 

  

Ɋɟɡɶɛɨɜɵɟ ɲɬɚɧɝɢ 
  DIN 

  975 
 

Gewindestangen 
 

Вɫɟ ɪɚɡɦɟɪɵ ɭɤɚɡɚɧɵ ɜ ɦɢɥɥɢɦɟɬɪɚɯ 
 

 
ɍɫɥɨɜɧɨɟ ɨɛɨɡɧɚɱɟɧɢɟ ɪɟɡɶɛɨɜɨɣ ɲɬɚɧɝɢ ɫ ɪɟɡɶɛɨɣ d = Ɇ10: 

 
Threaded rod M 10 DIN 975 

 

d M2 M 2,5 M3 (M 3,5) M 4 M 5 M6 

Вɟɫ 

(7,85 ɤɝ/ɞɦ3
)
ɤɝ/1000 ɲɬɭɤ

 

18,7 30 44 60 78 124 177 

 

d M 8 M 10 M 12 (M 14) M 16 (M 18) 

M 8 x 1 M 10x1,25 M 12x1,25 (M 14x1,5) (M 16 xl,5) (M 18x1,5) 

Вɟɫ 

(7,85 ɤɝ/ɞɦ3
)
ɤɝ/1000 ɲɬɭɤ

 
319 500 725 970 1330 1650 

 

d M 20 (M 22) M 24 (M 27) M30 (M 33) 

M 20 x 1,5 (M 22 x 1,5) M 24x 2 (M 27 x 2) M 30x 2 (M 33 x 2) 

Вɟɫ 

(7,85 ɤɝ/ɞɦ3
)
ɤɝ/1000 ɲɬɭɤ

 

ɲɬɭɤ 

2080 2540 3000 3850 4750 5900 

 

d M36 (M 39) M 42 (M 45) M 48 (M 52) 

M 36 x 3 (M 39 x 3) M 42 x 3 (M 45 x 3) M 48 x 3 (M 52 x 3) 

Вɟɫ 

(7,85 ɤɝ/ɞɦ3
)
ɤɝ/1000 ɲɬɭɤ

 

ɲɬɭɤ 

6900 8200 9400 11 000 12 400 14700 

 
Ɋɚɡɦɟɪɵ ɜ ɫɤɨɛɤɚɯ ɩɪɢɦɟɧɹɬɶ ɧɟ ɪɟɤɨɦɟɧɞɭɟɬɫɹ. 
Вɟɫ ɭɤɚɡɚɧ ɞɥɹ ɪɟɡɶɛɨɜɵɯ ɲɬɚɧɝ ɫ ɤɪɭɩɧɵɦ ɲɚɝɨɦ ɪɟɡɶɛɵ. 
Ɍɟɯɧɢɱɟɫɤɢɟ ɭɫɥɨɜɢɹ ɩɨɫɬɚɜɤɢ – ɜ ɫɨɨɬɜɟɬɫɬɜɢɢ ɫ
Ʉɥɚɫɫ ɩɪɨɱɧɨɫɬɢ (ɦɚɬɟɪɢɚɥ): 4.6 ɢɥɢ 5.6 ɫɨɝɥɚɫɧɨ DIN 267, ɱɚɫɬɶ 3 ɢɥɢ ɧɚ ɭɫɦɨɬɪɟɧɢɟ ɩɪɨɢɡɜɨɞɢɬɟɥɹ, 
ɟɫɥɢ ɧɢ ɨɞɢɧ ɢɡ ɞɜɭɯ ɤɥɚɫɫɨɜ ɩɪɨɱɧɨɫɬɢ ɧɟ ɭɤɚɡɚɧ. 
Ⱦɪɭɝɢɟ ɤɥɚɫɫɵ ɩɪɨɱɧɨɫɬɢ ɢɥɢ ɦɚɬɟɪɢɚɥɵ – ɩɨ ɫɨɝɥɚɲɟɧɢɸ. 
Ɍɢɩ: m ɫɨɝɥɚɫɧɨ DIN 267, ɱɚɫɬɶ 2. 
ȿɫɥɢ ɧɟɨɛɯɨɞɢɦɚ ɡɚɳɢɬɚ ɩɨɜɟɪɯɧɨɫɬɢ, ɬɨ ɭɫɥɨɜɧɨɟ ɨɛɨɡɧɚɱɟɧɢɟ ɞɨɥɠɧɨ ɛɵɬɶ ɞɨɩɨɥɧɟɧɨ ɜ 
ɫɨɨɬɜɟɬɫɬɜɢɢ ɫ DIN 267, ɱɚɫɬɶ 9. 
Ɏɨɪɦɚ ɤɨɧɰɨɜ ɪɟɡɶɛɵ – ɧɚ ɭɫɦɨɬɪɟɧɢɟ ɩɪɨɢɡɜɨɞɢɬɟɥɹ. 
Ʉɚɤ ɩɪɚɜɢɥɨ, ɫɨ ɫɤɥɚɞɚ ɪɟɡɶɛɨɜɵɟ ɲɬɚɧɝɢ ɩɨɫɬɚɜɥɹɸɬɫɹ ɬɨɥɶɤɨ ɫ ɤɪɭɩɧɵɦ ɲɚɝɨɦ ɪɟɡɶɛɵ. 
ȿɫɥɢ ɬɪɟɛɭɸɬɫɹ ɪɟɡɶɛɨɜɵɟ ɲɬɚɧɝɢ ɞɥɢɧɨɣ ɛɨɥɟɟ 1000 ɦɦ, ɬɨ ɞɥɢɧɭ ɭɤɚɡɵɜɚɸɬ ɜ ɭɫɥɨɜɧɨɦ 
ɨɛɨɡɧɚɱɟɧɢɢ, ɧɚɩɪɢɦɟɪ: 

Ɋɟɡɶɛɨɜɚɹ ɲɬɚɧɝɚ Ɇ36 x 2000 DIN 975 
 

Ɋɟɡɶɛɨɜɵɟ ɲɩɢɥɶɤɢ ɫɦ. DIN 976. 
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 DIN 267. 

Шпилька резьбовая (штанга)
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